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MONITORING EVENTS 
ASSOCIATED WITH A COMPUTER 






CONTROLLING A LIGHT SYSTEM 

BASED ON THE MONITORED 
EVENTS TO PROVIDE A HOUSING 
FOR THE COMPUTER WITH AN 
ORNAMENTAL APPEARANCE 
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MONITOR COMPUTER SYSTEM 
HARDWARE AND SOFTWARE 



OBTAIN STATUS INFORMATION 
FROM THE MONITORING 



DETERMINE ILLUMINATION 
CHARACTERISTICS BASED ON THE 
STATUS INFORMATION AND 
PREDETERMINED 
CONFIGURATION INFORMATION 



DETERMINE DRIVING SIGNALS 
FOR LIGHT ELEMENTS IN 
ACCORDANCE WITH THE 
ILLUMINATION CHARACTERISTICS 
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FIG. 10 
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PERIODICALLY SAMPLING 
REGIONS OF A SCREEN DISPLAY 
TO ACQUIRE COLOR INDICATORS 






ASSOCIATING THE COLOR 
INDICATORS TO REGIONS OF A 
HOUSING 







DRIVING LIGHT ELEMENTS AT THE 

REGIONS OF THE HOUSING IN 
ACCORDANCE WITH THE COLOR 
INDICATORS ASSOCIATED 
THEREWITH 
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